


A Semi-Analytical Approach for Boundary
Value Problems with Circular Boundaries
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Abstract In this paper, a semi-analytical approach is developed to deal with
problems including multiple circular boundaries. The boundary integral approach
is utilized in conjunction with degenerate kernel and Fourier series. To fully uti-
lize the circular geometry, the fundamental solutions and the boundary densities
are expanded by using degenerate kernels and Fourier series, respectively. Both
direct and indirect formulations are proposed. This approach is a semi-analytical
approach, since the error stems from the truncation of Fourier series in the imple-
mentation. The unknown Fourier coefficients are easily determined by solving a
linear algebraic system after using the collocation method and matching the bound-
ary conditions. Five goals: (1) free of calculating principal value, (2) exponential
convergence, (3) well-posed algebraic system, (4) elimination of boundary-layer
effect and (5) meshless, of the formulation are achieved. The proposed approach is
extended to deal with the problems containing multiple circular inclusions. Finally,
the general-purpose program in a unified manner is developed for BVPs with cir-
cular boundaries. Several examples including the torsion bar, water wave and plate
vibration problems are given to demonstrate the validity of the present approach.

1 Introduction

Most of engineering phenomena are simulated by the mathematical models of
boundary value problems. In order to solve the boundary value problems, researchers
and engineers have paid more attention on the development of boundary inte-
gral equation method (BIEM), boundary element method (BEM) and meshless
method than domain type methods, finite element method (FEM) and finite differ-
ence method (FDM). Although BEM has been involved as an alternative numerical
method for solving engineering problems, some critical issues exist, e.g. singu-
lar and hypersingular integrals, boundary-layer effect, ill-posed matrix system and
mesh generation.
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It is well known that BEM is based on the use of fundamental solutions to solve
partial differential equations. These functions are two-point functions which are sin-
gular as the source and field points coincide. Most of the efforts have been focused
on the singular boundary integral equation for problems with ordinary boundaries.
In some situations, the singular boundary integral equation is not sufficient to
ensure a unique solution, e.g. degenerate boundary, fictitious frequency and spurious
eigenvalue. Therefore, the hypersingular equation is required. The applications of
hypersingular equations have been summarized in the review article of Chen and
Hong (1999).

Unlike the conventional BEM and BIEM, Waterman (1965) introduced first the
so-called T-matrix method for electromagnetic scattering problems. Various names,
null-field approach or extended boundary condition method (EBCM), have been
coined. The null-field approach or T-matrix method was widely used for obtaining
numerical solutions of acoustics (Bates and Wall, 1977), elastodynamics (Water-
man, 1976) and hydrodynamics (Martin, 1981). Boström (1982) introduced a new
method of treating the scattering of transient fields by a bounded obstacle in the
three-dimensional space. He defined new sets of time-dependent basis functions,
and used these to expand the free-space Green’s function and the incoming and
scattered fields. The method is a generalization to the time domain of the null-field
approach first given by Waterman (1965). A crucial advantage of the null-field
approach or T-matrix method consists in the fact that the influence matrix can
be computed easily since the singular and hypersingular integrals are avoided.
However, they may result in an ill-posed matrix.

In the Fredholm integral equations, the degenerate kernel (or the so-called
separate kernel) plays an important role. However, its applications in practical
problems seem to have taken a back seat to other methods. The degenerate ker-
nel can be seen as one kind of approximation for the fundamental solution, i.e.,
the kernel function is expressed as finite sums of products by two linearly inde-
pendent functions. Kress (1989) proved that the integral equations of the second
kind in conjunction with degenerate kernels have the convergence rate of expo-
nential order instead of the linear algebraic order of conventional BEM. Recently,
Chen et al. applied the degenerate kernels in conjunction with null-field integral
equations to solve many boundary value problems including the Laplace (Chen
et al., 2005), Helmholtz (Chen et al., 2007a), biharmonic (Chen et al., 2006)
and biHelmholtz (Lee et al., 2007a) problems with holes and/or inclusions. The
main gain of their approach is to avoid the improper integrals and free of mesh.
They also linked the two numerical methods, Trefftz method and method of fun-
damental solutions, by using degenerate kernels (Chen et al., 2007b). Therefore,
these two methods can be seen to be mathematically equivalent. The similar view-
point was discussed by Schaback (2007). However, Schaback claimed that MFS
is closely connected to the Trefftz method but they are not fully equivalent, since
the source points on the far-away filed yield a trial space that is a space of har-
monic polynomials (Schaback, 2007). In a word, the degenerate kernel has the
property of transferring the integral equation to a linear algebraic system, since the



A Semi-Analytical Approach for Boundary Value Problems with Circular Boundaries 31

kernel functions in the integral equations are approximated by using two linearly
independent functions.

In this paper, we will apply the semi-analytical approach to deal with engineering
problems containing multiple circular boundaries. The boundary integral approach
is utilized in conjunction with degenerate kernels and Fourier series. Both direct
and indirect formulations will be considered. To fully utilize the circular geometry,
the fundamental solutions and the boundary densities are expanded by using degen-
erate kernels and Fourier series, respectively. This approach is a semi-analytical
approach, since the error stems from the truncation of Fourier series in the imple-
mentation. Five advantages: (1) free of calculating principal value, (2) exponential
convergence, (3) well-posed algebraic system (4) elimination of boundary-layer
effect and (5) meshless, of the formulation are the main concern. It will also be
extended to deal with the problems containing multiple circular inclusions. Finally,
the general-purpose program in a unified manner will be developed for BVPs with
circular boundaries. Several examples including the torsion bar, water wave and
plate vibration problems are given to see the validity of the present approach.

2 Methods of Solution

2.1 Problem Statements

Suppose a boundary value problem has a domain D which is enclosed with the
circular boundary Bk (k = 0, 1, 2, . . ., H )

B =
H⋃

k=0

Bk (1)

as shown in Fig. 1. For the infinite plane problem, the radius a0 in Fig. 1 is infinite.
The governing equation can be expressed by

Lu(x) = 0, x ∈ Ω, (2)

where u(x) is the potential function, Ω is the domain of interest and L denotes the
operator for the corresponding problems as shown below:

Lu(x) =
⎧⎨
⎩

∇2u(x) : Laplacian operator,
(∇2 + k2)u(x) : Helmholtz operator,
(∇4 − ζ 4)u(x) : biHelmholtz operator,

(3)

where ∇2 is the Laplacian operator, k is the wave number which is the angular
frequency over the speed of sound and ζ is the frequency parameter.
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Fig. 1 Sketch of a circular
boundary with circular holes
and/or inclusions

2.2 Dual Null-Field Integral
Formulation – the Conventional Version

Based on the dual boundary integral formulation for the domain point, we have

2πu(x) =
ˆ

B
T (s, x)u(s)dB(s) −

ˆ
B

U (s, x)t(s) dB(s), x ∈ Ω, (4)

2π
�u(x)

�nx
=
ˆ

B
M(s, x)u(s) dB(s) −

ˆ
B

L(s, x)t(s) dB(s), x ∈ Ω, (5)

where s and x are the source and field points, respectively, B is the boundary, nx

denotes the outward normal vector at field point x , and the kernel function U (s, x)
is the fundamental solution which satisfies

L {U (x, s)} = δ(x − s), (6)

in which δ(x − s) denotes the Dirac-delta function. The other kernel functions are

T (s, x) ≡ �U (s, x)

�ns
, L(s, x) ≡ �U (s, x)

�nx
,

M(s, x) ≡ �2U (s, x)

�ns�nx
,

(7)

where ns denotes the outward normal vector of the source point s. By moving the
field point x to the boundary, the dual boundary integral equations for the boundary
point can be obtained as follows:
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πu(x) = C.P.V .

ˆ
B

T (s, x)u(s)dB(s)

− R.P.V .

ˆ
B

U (s, x)t(s)dB(s), x ∈ B, (8)

π
�u(x)

�nx
= H.P.V .

ˆ
B

M(s, x)u(s)dB(s)

− C.P.V .

ˆ
B

L(s, x)t(s)dB(s), x ∈ B, (9)

where the R.P .V . is the Riemann principal value, C .P .V . is the Cauchy principal
value and H .P .V . is the Hadamard (or called Mangler) principal value. The dual
null-field integral equations are

0 =
ˆ

B
T (s, x)u(s)dB(s) −

ˆ
B

U (s, x)t(s)dB(s), x ∈ Ωc, (10)

0 =
ˆ

B
M(s, x)u(s)dB(s) −

ˆ
B

L(s, x)t(s)dB(s), x ∈ Ωc, (11)

when the field point x is moved to the complementary domain, and the superscript
“c” denotes the complementary domain.

2.3 Dual Null-Field Integral
Formulation – the Present Version (Direct BIEM)

By introducing the degenerate kernels, the collocation point can be exactly located
on the real boundary free of facing singularity. Therefore, the representations of
integral equations including the boundary point can be written as

2πu(x) =
ˆ

B
T E (s, x)u(s) dB(s) −

ˆ
B

U E (s, x)t(s) dB(s), x ∈ Ω ∪ B, (12)

2π
�u(x)

�nx
=
ˆ

B
M E (s, x)u(s) dB(s) −

ˆ
B

L E (s, x)t(s) dB(s), x ∈ Ω ∪ B, (13)

and

0 =
ˆ

B
T I (s, x)u(s)dB(s) −

ˆ
B

U I (s, x)t(s)dB(s), x ∈ Ωc ∪ B, (14)

0 =
ˆ

B
M I (s, x)u(s)dB(s) −

ˆ
B

L I (s, x)t(s)dB(s), x ∈ Ωc ∪ B, (15)
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once each kernel is expressed in terms of an appropriate degenerate form (I and
E superscripts denote the difference). Here, we used the formulation of potential
problem to illustrate the validity of our approach. The more detailed formulation for
plate can be consulted with Lee et al. (2007a).

2.4 Indirect Boundary Integral Formulation

Based on the indirect boundary integral formulation, the potential and its derivative
can be represented by

u(x) =
ˆ

B
P(s, x)φ(s)dB(s), (16)

�u(x)

�nx
=
ˆ

B

�P(s, x)

�nx
φ(s)dB(s), (17)

where U (s, x) or T (s, x) is chosen as P(s, x), φ(s) is the unknown fictitious
density distribution. By matching the boundary condition, the unknown fictitious
density can be obtained. Therefore, the potential in the field is determined by
using the Eq. (16). The extended application to plate problems can be found in
Lee et al. (2007a). The comparison of direct and indirect approaches is shown in
Table 1. It must be noted that the null-field equation is not available in the indirect
formulation.

Table 1 Comparison of direct and indirect BIEMs

Direct BIEM Indirect BIEM

Null field © N. A.

Approach UT (singular equation)
LM (hypersingular equation)

(
U
L

)
(single layer)

(
T
M

)
(double layer)

Singularity Disappear Disappear

2.5 Expansions of the Fundamental Solution
and Boundary Density

The closed-form fundamental solutions as mentioned above are

U (s, x) =

⎧⎪⎨
⎪⎩

1
2π

ln r for the Laplace problem
i
4 H (1)

0 (kr ) for the Helmholtz problem
1

8ζ 2 [Y0(ζr ) + i J0(ζr ) + 2
π

(K0(ζr ) + i I0(ζr ))] for the biHelmholtz problem

(18)
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where r ≡ |s − x | is the distance between the source point and the field point,i
is the imaginary number (i2 = −1), H (1)

0 is the first kind Hankel function of the
zeroth order, J0(ζr ) and Y0(ζr ) are the first kind and second kind Bessel functions
of the zeroth order, respectively, I0(ζr ) and K0(ζr ) are the first kind and second
kind modified Bessel functions of the zeroth order, respectively. To fully utilize the
property of circular geometry, the mathematical tools, separable kernel (or so-called
degenerate kernel) and Fourier series, are utilized for analytical integrations.

2.5.1 Degenerate (Separable) Kernel for Fundamental Solutions

By employing the separating technique for source point and field point, the kernel
function U (s, x) can be expanded in terms of degenerate (separable) kernel in a
series form as shown below:

U (s, x) =

⎧⎪⎪⎨
⎪⎪⎩

U I (s, x) =
∞∑
j=0

A j (s)B j (x), |x | ≤ |s| ,

U E (s, x) =
∞∑
j=0

A j (x)B j (s), |x | > |s| ,
(19)

where the superscripts “I ” and “E” denote the interior and exterior cases, respec-
tively. The other kernels in the boundary integral equation can be obtained by
utilizing the operators of Eq. (7) with respect to the kernel U (s, x). When the degen-
erate kernel is used, we choose two linearly independent sets of {A j} and {B j}. In
the computation, the degenerate kernel can be expressed as finite sums of products
of functions of s alone and functions of x alone. Equation (19) is valid for one,
two and three dimensional cases as shown in Fig. 2. In this paper, we focus on
two-dimensional problems. The degenerate kernels for the fundamental solutions of
the three operators are shown in Chen et al. (2005, 2007), and Lee et al. (2007a).

Fig. 2 Degenerate kernel for the one, two and three dimensional problems
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2.5.2 Fourier Series Expansion for Boundary Densities

We apply the Fourier series expansion to approximate the boundary potential and
its normal derivative as expressed by

u(s) = a0 +
∞∑

n=1

an cos nθ + bn sin nθ, s ∈ B, (20)

t(s) = p0 +
∞∑

n=1

pn cos nθ + qn sin nθ, s ∈ B, (21)

where an , bn , pn and qn (n = 0, 1, 2, . . .) are the Fourier coefficients and θ is the
polar angle. In the real computation, the integrations can be analytically calculated
by employing the orthogonal property of Fourier series and only the finite M num-
ber of terms is used in the summation. The present method belongs to one kind
of semi-analytical methods since error only attributes to the truncation of Fourier
series.

2.6 Adaptive Observer System

After collocating points in the null-field integral equation of Eq. (14), the boundary
integrals through all the circular contours are required. Since the boundary integral
equations are frame indifferent (i.e. rule of objectivity), the origin of the observer
system can be adaptively located on the center of the corresponding boundary con-
tour under integration. Adaptive observer system is chosen to fully employ the
circular property by expanding the kernels into degenerate forms. Fig. 3 shows the
boundary integration for the circular boundaries in the adaptive observer system.
The dummy variable in the circular contour integration is the angle (θ ) instead of
radial coordinate (R). By using the adaptive system, all the boundary integrals can
be determined analytically free of principal value senses.

2.7 Linear Algebraic Equation

In order to calculate the Fourier coefficients, N (N = 2M + 1) boundary nodes
for each circular boundary are needed and they are uniformly collocated on each
circular boundary. From Eqs. (14) and (15), we have

0 =
H∑

j=0

ˆ
B j

T (s, x)u(s) dB(s) −
H∑

j=0

ˆ
B j

U (s, x)t(s) dB(s), x ∈ Dc ∪ B, (22)

0 =
H∑

j=0

ˆ
B j

M(s, x)u(s) dB(s) −
H∑

j=0

ˆ
B j

L(s, x)t(s) dB(s), x ∈ Dc ∪ B. (23)
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Fig. 3 The adaptive observer
system

It is noted that the integration path is counterclockwise on the outer boundary, others
are clockwise. For the B j integral of the circular boundary, the kernels (U (s, x),
T (s, x), L(s, x) and M(s, x)) are expressed by degenerate kernels when the circle of
observation located is the same as that of integral path. The boundary densities (u(s)
and t(s)) are substituted by using the Fourier series. The linear algebraic system is
obtained

[U ] {t} = [T ] {u}, (24)

where [U ] and [T ] are the influence matrices with a dimension of (H +1)×(2M+1)
by (H +1)×(2M+1), {u} and {t} denote the column vectors of Fourier coefficients
with a dimension of (H + 1) × (2M + 1) by 1. All the unknown coefficients can
be calculated by using the linear algebraic equations. Then the unknown boundary
data can be determined and the potential is obtained by substituting the boundary
data into Eq. (12).

2.8 Transformation of Tensor Components

In order to determine the field of potential gradient, the normal and tangential deriva-
tives should be calculated with care. For the non-concentric case, special treatment
for the potential gradient should be taken care as the source and field points locate
on different circular boundaries. The detailed tensor transformation is shown in Lee
et al. (2007a).
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3 Illustrative Examples

Example 1: A circular bar with an eccentric inclusion
A circular bar of radius R0 with an eccentric circular inclusion of radius R1 is shown
in Fig. 4. The ratio of R1/R0 and ex/R0 are 0.3 and 0.6, respectively. The torsional
rigidity G of cross section is expressed as

G =
H∑

k=0

μk

[ˆ
Ω

(x2 + y2) dΩ −
ˆ

Bk

ϕ
�ϕ

�n
dBk

]
, (25)

where μk is the shear modulus of kth inclusion and ϕ is the warping function. It
is found that the solution converges fast by using only fourteen terms of Fourier
series. The results of torsional rigidity for various values of μ1/μ0 are shown in
Table 2. For verifying our results, the exact solution of Muskhelishvili (1953) and

Fig. 4 Sketch of an eccentric
circular inclusion problem

Table 2 Torsional rigidity of a circular bar with an eccentric inclusion

2G/πμ0 R4
0

μ1

μ0
Muskhelishvili (1953) Tang (1996) Present (M=20)

0 0.82370 0.82377 0.82370
0.2 0.89180 0.89181 0.89180
0.6 0.96246 0.96246 0.96246
1.0 1.00000 1.00000 1.00000
5.0 1.10800 1.10794 1.10800

20.0 1.25224 1.25181 1.25224
1000 9.19866 N/A 9.19866
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Fig. 5 Interaction of an
incident water wave with four
cylinders
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the result of integral equation formulation by Tang (1996) are also shown in Table 2
for comparison. The present results match very well with the exact solution derived
by Muskhelishvil and are better than those of Tang (1996).

Example 2: Water wave impinging four cylinders
In this example, we consider a water wave problem by an array of four bottom-
mounted vertical rigid circular cylinders with the same radius a located at the
vertices of a square (−b,−b), (−b, b), (b,−b), (b, b), respectively, as shown in
Fig. 5. Consider the incident wave in the direction of 45 degree (α = 45◦). The
first-order force for four cylinders in the direction of the incident wave is shown in
Fig. 6. It is found that the force effect on the cylinder 2 and the cylinder 4 is identical
as expected due to symmetry. The maximum free-surface elevation amplitude is
plotted in Fig. 7. Also, the results of potentials at the north pole of each cylinder
are also compared well with the approximate series solution given by Linton and

Fig. 6 The first-order force
for four cylinders using the
proposed method

0 2 4 68 10
ka

0

0.2

0.4

0.6

0.8

1

1.2

1.4

f(j)

Cylinder 1
Cylinder 2
Cylinder 3
Cylinder 4
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Fig. 7 Contour of the
maximum free-surface
elevation amplitude

Evans (1990) and the BEM data by Perrey-Debain et al. (2003) as shown in Table 3.
The results agree well with those of Perrey-Debain et al.

Table 3 Potential (φ) at the north pole of each cylinder (ka = 1.7)

Present method Perrey-Debain et al. Linton & Evan

Cylinder 1 −2.418395851
+0.753719467 i

−2.418395682
+0.753719398 i

−2.418395683
+0.753719398 i

Cylinder 2 2.328927362
−0.310367580 i

2.328927403
−0.310367705 i

2.328927400
−0.310367707 i

Cylinder 3 0.350612027
−0.198852116 i

0.350611956
−0.198852086 i

0.350611956
−0.198852086 i

Cylinder 4 −0.383803194
+1.292792513 i

−0.383803273
+1.292792457 i

−0.383803272
+1.292792455 i

Example 3: A circular plate with an eccentric hole
A circular plate weakened by an eccentric hole is considered. The offset distance e
of the eccentric hole is 0.45 m (e/a = 0.45) as shown in Fig. 8. The FEM model of
the ABAQUS used 8217 elements and 8404 nodes. The former six natural frequency
parameters and modes by using FEM (Khurasia, 1978), ABAQUS and the present
method are shown in Fig. 9. The results of the present method match well with those
of FEM using ABAQUS. In the results of Khurasia (1978), the first mode was not
reported while the second and fourth modes are lost. A little deviation is also shown
in the results reported by Khurasia and Rawtani due to the coarse mesh. Owing to
the lack of stiffness of the clamped boundary condition in reality, it is expected that
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Fig. 8 A circular plate with
an eccentric hole subject to
clamped-free boundary
conditions

Fig. 9 The former six natural frequency parameters and modes of a circular plate with an
eccentric hole where <> denotes the experimental data

the experimental data (Khurasia, 1978) are less than those obtained by using the
other methods.

4 Conclusions

For the boundary value problems with circular boundaries, we have proposed a
null-field BIEM formulation by using degenerate kernels, the null-field integral
equation and Fourier series in companion with adaptive observer system and vector
decomposition. Three operators for Laplace, Helmholtz and biHelmholtz problems
were all considered. This method is a semi-analytical approach for the problems
with circular boundaries since only truncation error in the Fourier series is involved.
The method shows great generality and versatility for the problems including cir-
cular boundaries. Not only the torsion problem but also the water wave as well as
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plate vibration problems were solved. Five goals: (1) free of calculating principal
value, (2) exponential convergence, (3) well-posed algebraic system, (4) elimina-
tion of boundary-layer effect and (5) meshless, of the formulation were achieved.
A general-purpose program for solving the problems with arbitrary number, various
size and any location of circular cavities and/or inclusions was developed.

Acknowledgments Financial support from the National Science Council under Grants No. NSC-
94-2211-E-019-009 and MOE CMBB-97-G-A-601 for National Taiwan Ocean University is
gratefully acknowledged.

References

Bates RHT, Wall DJN (1977) Null field approach to scalar diffraction. I. General method. Philos.
Trans. R. Soc. Lond. 287: 45–78

Boström A (1982) Time-dependent scattering by a bounded obstacle in three dimensions. J. Math.
Phys. 23: 1444–1450

Chen JT, Hong H-K (1999) Review of dual boundary element methods with emphasis on
hypersingular integrals and divergent series. ASME Appl. Mech. Rev. 52: 17–33

Chen JT, Shen WC, Wu AC (2005) Null-field integral equations for stress field around circular
holes under anti-plane shear. Eng. Anal. Bound. Elem. 30: 205–217

Chen JT, Hsiao CC, Leu SY (2006) Null-field integral equation approach for plate problems with
circular boundaries. ASME J. Appl. Mech. 73: 679–693

Chen JT, Chen CT, Chen PY, Chen IL (2007a) A semi-analytical approach for radiation and scat-
tering problems with circular boundaries. Comput. Meth. Appl. Mech. Eng. 196: 2751–2764

Chen JT, Wu CS, Lee YT, Chen KH (2007b) On the equivalence of the Trefftz method and
method of fundamental solution for Laplace and biharmonic equations. Comput. Math. Appl.
53: 851–879

Khurasia HB, Rawtani S (1978) Vibration analysis of circular plates with eccentric hole. ASME J.
Appl. Mech. 45: 215–217

Kress R (1989) Linear integral equations. Springer, Berlin
Lee WM, Chen JT, Lee YT (2007a) Free vibration analysis of circular plates with multiple circular

holes using indirect BIEMs. J. Sound Vib. 304: 811–830
Lee YT, Chen JT, Chou KS (2007b) Revisit of two classical elasticity problems using the null-field

BIE. in APCOM’07 in conjunction with EPMESC XI, Kyoto, Japan
Linton CM, Evans DV (1990) The interaction of waves with arrays of vertical circular cylinders.

J. Fluid Mech. 215: 549–569
Martin PA (1981) On the null-field equations for water-wave radiation problems. J. Fluid Mech.

113: 315–332
Muskhelishvili NI (1953) Some basic problems of the mathematical theory of elasticity. Noordhoff,

Groningen
Perrey-Debain E, Trevelyan J, Bettess P (2003) Plane wave interpolation in direct colloca-

tion boundary element method for radiation and wave scattering: numerical aspects and
applications. J. Sound Vib. 261: 839–858

Schaback R (2007) Adaptive Numerical Solution of MFS Systems, in ICCES Special Symposium
on Meshless Methods, Patras, Greece

Tang RJ (1996) Torsion theory of the crack cylinder. Shanghai Jiao Tong University Publisher,
Shanghai (in Chinese)

Waterman PC (1965) Matrix formulation of electromagnetic scattering. Proc. IEEE. 53: 805–812
Waterman PC (1976) Matrix theory of elastic wave scattering. J. Acoust. Soc. Am. 60: 567–580


	Contents
	Stability Analysis of Plates
	Multi-Level Fast Multipole BEM for 3-D Elastodynamics
	A Semi-Analytical Approach for Boundary Value Problems with Circular Boundaries
	The Singular Function Boundary Integral Method for Elliptic Problems with Boundary Singularities
	Fast Multipole BEM and Genetic Algorithms for the Design of Foams with Functional-Graded Thermal Conductivity
	An Integral Equation Formulation of Three-Dimensional Inhomogeneity Problems
	Energy Flux Across a Corrugated Interface of a Basin Subjected to a Plane Harmonic SH Wave
	Boundary Integral Equations and Fluid-Structure Interaction at the Micro Scale
	A 2D Time-Domain BEM for Dynamic Crack Problems in Anisotropic Solids
	Simulation of Elastic Scattering with a Coupled FMBE-FE Approach
	An Application of the BEM Numerical Green's Function Procedure to Study Cracks in Reissner's Plates
	General Approaches on Formulating Weakly-Singular BIES for PDES
	Dynamic Inelastic Analysis with BEM: Results and Needs
	Quantifier-Free Formulae for Inequality Constraints Inside Boundary Elements
	Matrix Decomposition Algorithms Related to the MFS for Axisymmetric Problems
	Boundary Element Analysis of Gradient Elastic Problems
	The Fractional Diffusion-Wave Equation in Bounded Inhomogeneous Anisotropic Media. An AEM Solution
	Efficient Solution for Composites Reinforced by Particles
	Development of the Fast Multipole Boundary Element Method for Acoustic Wave Problems
	Some Issues on Formulations for Inhomogeneous Poroelastic Media
	Axisymmetric Acoustic Modelling by Time-Domain Boundary Element Techniques
	Fluid-Structure Interaction by a Duhamel-BEM / FEM Coupling
	BEM Solution of Creep Fracture Problems Using Strain Energy Density Rate Concept
	MFS with RBF for Thin Plate Bending Problems on Elastic Foundation
	Time Domain B-Spline BEM Methods for Wave Propagation in 3-D Solids and Fluids Including Dynamic Interaction Effects of Coupled Media
	A BEM Solution to the Nonlinear Inelastic Uniform Torsion Problem of Composite Bars
	Time Domain BEM: Numerical Aspects of Collocation and Galerkin Formulations
	Some Investigations of Fast Multipole BEM in Solid Mechanics
	Thermomechanical Interfacial Crack Closure: A BEM Approach
	Author Index
	A
	B
	C
	D
	F
	G
	H
	I
	J
	K
	L
	M
	P
	Q
	R
	S
	T
	W
	X
	Y
	Z

	Subject Index


 
 
    
   HistoryItem_V1
   TrimAndShift
        
     Range: all pages
     Trim: fix size 6.000 x 9.250 inches / 152.4 x 234.9 mm
     Shift: move left by 8.64 points
     Normalise (advanced option): 'original'
      

        
     32
            
       D:20090712120118
       666.0000
       6*9.25
       Blank
       432.0000
          

     Tall
     1
     0
     No
     666
     261
     Fixed
     Left
     8.6400
     0.0000
            
                
         Both
         154
         AllDoc
         248
              

       CurrentAVDoc
          

     Uniform
     18.0000
     Right
      

        
     QITE_QuiteImposingPlus2
     Quite Imposing Plus 2.0d
     Quite Imposing Plus 2
     1
      

        
     34
     489
     488
     489
      

   1
  

    
   HistoryItem_V1
   TrimAndShift
        
     Range: all pages
     Trim: cut right edge by 18.00 points
     Shift: move down by 3.60 points
     Normalise (advanced option): 'original'
      

        
     32
            
       D:20090712120118
       666.0000
       6*9.25
       Blank
       432.0000
          

     Tall
     1
     0
     No
     666
     261
    
     Fixed
     Down
     3.6000
     0.0000
            
                
         Both
         154
         AllDoc
         248
              

       CurrentAVDoc
          

     Smaller
     18.0000
     Right
      

        
     QITE_QuiteImposingPlus2
     Quite Imposing Plus 2.0d
     Quite Imposing Plus 2
     1
      

        
     34
     489
     488
     489
      

   1
  

 HistoryList_V1
 qi2base




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.3
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile (Color Management Off)
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 290
  /ColorImageMinResolutionPolicy /Warning
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 600
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.01667
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 290
  /GrayImageMinResolutionPolicy /Warning
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 600
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 2.03333
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 800
  /MonoImageMinResolutionPolicy /Warning
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 2400
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU <>
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [2834.646 2834.646]
>> setpagedevice


